
IO-Warrior
Universal I/O for USB

The IO-Warrior family reduces the complexity of connecting relays, A/D or D/A converters, sensors,

actuators, displays, switches, test and measurement setups, and many other things to the USB.

Only minimal USB knowledge is necessary to use IO-Warrior.

In addition to the simple I/O a couple of more complex functions like I2C, SPI, driving various LCD

modules, measuring time between events, and many other functions are integrated into the IO-Warrior

chips.

Starterkits are available for each IO-Warrior to ease the prototyping or to build one off units.

Software support includes Windows, MaxOS X, and Linux.

IO-Warrior24
• 16 I/O pins, 125 Hz sample rate
• I2C and SPI interface
• Controlling LCD modules
• LED matrix up to 256 LEDs
• RC5 remote control receiver
• Two capture timers for time measurement, 4 μs resolution

IO-Warrior40
• 32 I/O pins, 125 Hz sample rate
• I2C interface
• Controlling LCD modules
• LED matrix up to 256 LEDs
• Switch matrix 8x8 or 16x8

IO-Warrior56
• 50 I/O pins, 1 kHz sample rate
• I2C and SPI interface
• Controlling alphanumeric and graphic LCD modules
• LED matrix up to 512 LEDs
• Switch matrix 8x8


